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. 3 Claires. 
The preènt ïnvetïon relatës to an ttch- 
ment for an atornobilé and more particularly 
to  novel device dpted fo be mouted i the 
interiof  of-n utomobfle fo provide R bed which 
Wîll redfly ccommodte  child or dult. 
Among the Obects Of he resent inventio 
is the provision of  novel bed ttchent for 
the inteor oï n utomobfle thtmy be 
quickly ssemblgd or remoed, nd w,hen s- 
sembled rovides  comfortblë bed fO  cild 
or other occupant. The bed is so deigned tht 
the Ocupnt is substntilly suspended between 
the seatS. " ' 
A fuy.ther objëct of the Dresent nvëhion is 
the Povision 0f  t0mdbile bed sered 
its rer end. to the bdk set nd  its for- 
wrd end fo the bck rest or uorîht portion 
of he .front Set Wherèby t'o provide.a '.d of 
mxîmum width spsning or bidgng thé 'spce 
betwen he rer and front sëts nd the 
posïté terior Sides' 0f the 'b0dy ofn uto- 
mobile, nd which bed will rbdfly cdomzo- 
date  child odult nd provide  .comfortble 
bed for 
Te present inVentiOn further comprehénds 
novel ttchment nd novel'mens nd mn- 
ner of mounting sid ttchment in he inte- 
rior 0f  an tomobfle 0' DPovidë  coZf0rtRble 
bëd. 'e ttchment i so djustble 
my be mounted in 11 standard mkes 6f uto- 
mobiles of e type provided wit front nd 
rer sets isposed in spced relation. 
Although the preSnt novel utomobile bed 
is so c0nstructed 'tht if' spns or substntilly 
spns the spce between the opposite sides of 
the utomobile Whereby fo eliminte ny dn- 
ger of z child fl!ing off the bed or flling be- 
twe'en or 'becomg iodged between the bed nd 
nd sides of-the cr, the present nvention com- 
prehends provision for n occupnt when the 
bed is ssembled or in use fo sit in the rer 
set nd suspend his or ber legs. Th is c- 
complished bY providin  slit or opening in 
the bed nd employing  slide fstener or oher 
quick detchble me fo normlly close the 
opening. This slit is disposed t n cute n- 
gle nd,.exten inwrdly from n edge of the 
bed whereby when the slide fstener or other 
detachble mens is 0penëd, llows the flp fo 
drop nd .erezt provide leg room for n oc- 
cupnt. 
in view of the width of the spce provided 
in the interior of the Vrio mkes of uto- 
mobiles, the present bed will reoEly ccommo- 
dte n dult. rhermore, by mounting nd 
susDending the bed in the mner disclosed, 
optimum riding comfort is provided for the oc- 
cupnt. 
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(CL S9 . ....... - .. 
of mx'ium iplicity, ëïeoy., ccono 
he$ 6Bjecs, .dt'es nd cpbiïties 's 
5 lter 0 fly appert nd reïnheenly 
sessed herëb... - 
The.ï.ntï0n fwher resids"in%he ontu 
ion, .mbïntion nd rrnement f 
lustëd i he .ccompnng dï,v«in.s, .d' 
le wle here s shon therin- pèferre ém 
bodient if is to be ïnertood ht tê 
is SusCeptible 0ï modification an 
comprchènd oer detils, rrn'9ent9 
pts, feures nd :c0nstrutons wihtUt de 
15 pî rom thc sRïrit o'f h invenGon.. 
.In the.drwinS: .... 
Figure  is  perSpective vew o the 
of n utomobe nd.how h'e novet b'ed 
opertiv Dosiion.. - .... 
2 Fig.  is  perspetiv 7iew of the tG bd 
ttched to e bck set but et-chéd 
the bck 0f :te fr0t set.  ....... " 
Yi. 3 ls no'ther DCrspeCtiv iew o te"to 
bedmoned in opertiv position/the- 
25 ntken to more clerly show e 
tchin: the bed to the.k--of-the font set 
i.  is  plan vieW of'th autO :bé ih ë 
tndd n dsssmbled-retioh.- .... 
. 5.is .perspective vi of 
open position Whreby "n occuDn m Be 
seted nd suspend ber or his-les, wfle 
sme rime a chfld:my occupy he 'e 
I he drwins s shown n fllustrtiçë 
5 bodimen, of thé present invention..whic..cem - 
prises  bed formed of  shet A f stBl 
fbric of such strenth s to PD6t 
he weiht of.  chil.or o'er occuDt. At 
he rer end oï the sèction [ of e sht "is 
 pr0vidëd  plity of rerwrdy 
tbs  Cch hying sutle snp  fstenërs 
t th ends .of hesc tbs fer ttchinffhe i-z 
ter te ont o he loEidnlly extendin 
or sDrin .spports 4 on he underidc 
5 removbl bok set cushon' . 
IntCmedte the ends of hé "hcet" 0r 
Provided trnsvëre t'p or wbbiE 
i ltrlly projeCing bs ', . Wfree 'en 
of ech. tb  is proided with  "uckl 
5 oher suitble tchn.mens, nd  the for= 
wrd ënd of She section 9 of the eèt r b 
is pr0vided nòthr strp or webbn--9hin 
ltr]ly projcGn free ends [[, "[[, ech 
hdptè tO b received by . buckl 9 Whe 
55 ord section 9 of he bed s ttchd to the 
bc or uprht.  of the front se '[  "the 
mnnr shO; 
In orde  the Bed cemçlly spa er 
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bridges the space between the opposite interior 
sides of the automobile body, the section  of the 
bed is provided with a pair of side extenslons 
4, 4 and the extreme or outer edges J5 thereof 
closely conform to the opposite interior sides of 
the automobile body. xtending from adjacent 
one of the tabs 7, the section  is split or opened 
for a substantial extent along a diagonal line 
ai  5 and is thereat provided with a slide fastener 
7. The purpose of this slide fastener is to per- 
mit an occupant to be seated upon the back seat 
and still bave sufficient leg room to suspend his 
or ber legs. The length of the split or opening 
is sufficient for this purpose, but at the same rime 
the remainder of the bed is such as fo permit a 
chfld or occupant to test or sleep thereon with- 
out danger of such occupant rolling off of the bed. 
The bed may be quickly assembled or dis- 
assembled in that all that .is required in the as- 
sembly is to raise or remove the rear or back seat 
cushion 5 and attach the spaced tabs 2 over one 
of the horizontal rods or spring supports  in 
the manner shown in Fig. 2. The rear section 
of the bed then extends over or across the upper 
surface of the rear seat cushion and the forward 
section is then placed over the upper portion of 
the back test 2 of the front seat 3. Next the 
ends ,  are inserted into their respective 
buckles , 8 and the ends drawn faut so as fo 
anchor the forward end of the bed. When this 
is accomplished, the bed is assembled as shown in 
Figs. 1 and 3 in proper position to receive an oc- 
cupant, with the section supporting surface ! 
tending completely across the space ïrom the 
rear edge of the back seat cushion to the back 
of the îront seat, and with the opposite edges 
|5, |5 closely conforming fo the interior of the 
opposite sides of the automobile. The operation 
is reversed if the bed isto be completely removed. 
However, if the rear seat is hot needed, the bed 
may remain in its operative position as it in no 
way effects the occupants of the front seat and, 
in fact, may be employed as a protective cover- 
ing ïor luggage or articles that may be placed 
therebeneath or on. the floor of the car between 
the front and rear seats. 
Due to the compact nature of this bed attach- 
ment when hot in use, it may be detached mere- 
ly from the back |2 of the front seat 3 and 
roiled or wound up into a compact roll that may 
be disposed in the space  between the back 9 
and the rear seat cushion 5 where itis out of 
the way, untfl such time that the bed is again 
assembled for occupancy. 
Although the fastening means at the opposite 
ends of the bed are generally sufficient to hold 
the assembled bed extended, if desired additional 
fastening means may be provided laterally of the 
bed. For example, fastening means may be pro- 
vided on the edges J5 of the side pieces . 
By providing the straps or webbing '6 and 
in such manner that they encompass or extend 
completely about the back or upright portion 
of the front seat and ata point intermediate the 
upper and lower ends thereof, the bed will sup- 
port any occupant or occupants without danger 
of becoming detached from the front seat. As 
the present novel ïorm of bed requires no flxtures 
such as clips, brackets, hooks or other attaching 
means affixed to the interior of an automobile, 
there is nothing fo mat the interior flnish thereof. 
Fr0m the above description and the disclosure 
in the drawings, it will be apparent that the in- 
vention comprehends a novel auto bed of wide- 
spread application and use and which provides 
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4 
a very comfortable bed either while the auto- 
mobile is travelling or ai test. Due to the adjust- 
ment provided in attaching the rear of the bed 
to any one of a plurality of spaced rods or spring 
5 supports extending longitudinally of the rear 
seat but transverse of the body of the automobile, 
the bed may be employed in various makes of 
automobiles even though there is an appreciable 
difference in the spacing of the séats. 
10 Having thus disclosed my invention, I claire: 
1. An auto bed comprising a fabric supporting 
surface adapted to extend from the rear of the 
rear seat to the front seat and across the space 
between the opposite sides of the interior of the 
15 automobile to provide a comfortable bed for a 
child or other occupant, means at the opposite 
ends of the supporting surface for securely an- 
choring said ends to support the weight of an 
occupant, the supporting surface at one side 
20 thereof being slit to provide an opening, and a 
slide fastener normally closing said opening but 
which when the slide fastener is opened provides 
space for an occupant to be seated in the rear 
seat and affords such occupant leg room without 
25 removal of the bed. 
2. In combination with the front seat and the 
rear seat cushion of an automobile, an auto bed 
îormed of a fabric matorial of such strength as 
to support a chfld or other occupant whfle the 
3o automobile is in motion or at test, fastening 
means at the rear end of said material for 
anchoring said end to the underside of the rear 
seat cushion of the automobile with the said 
terial extending forwardly over the rear seat 
35 cushion and to and over the back of the front 
seat, fastening means on the forward end of the 
bed adapted to extend about the opposite ends of 
the uprigl]t portion of the front seat to securely 
retain the forward end of the bed in assembled 
40 relation, said material being slit at one side 
thereof to Ïorm an opening providing space for 
an occupant tobe seated in the rear seat without 
removal of the bed, and means for closing said 
opening to provide a continuous bed. 
45 3. An auto bed comprising a fabric supporting 
surface adapted to extend from the rear of the 
rear seat to the front seat and across the space 
between the opposite sides of the interior of the 
automobile to provide a comfortable bed for a 
50 child or other occupant, means at the opposite 
ends oï the supporting surface for securely 
choring said ends to support the weight of an oc- 
cupant, the supporting surface atone side there- 
of being slit to provide an opening providing 
55 space for an occupant tobe seated in the rear 
seat, and means for closing the opening to pro- 
vide a continuous bed. 
PAUL E. ALLEN. 
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